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Size: 1011x 1411

Character Height: 1211
Colors:
Blackmoldedcharacter,
yellow background.
Thickness: 0.23"

Material:

High impact polypropolene with
excellent cold impact resistance, UV
stabilizers and antioxidants added to

provide complete protection and
weather resistance in all climates.

Holes: 6
Outdoor durability: 20+ years.
Part: ELY12- (character)
AFRAME2(for bracket)

lightweight aluminum frame is
easy to install. Frame is shipped
in "tube" box with all components.
Easy to ship, store in warehouse,
carry to job site, and install.
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AERIAL MARKERS

I

r
.

n~

Bent MemberStyle

Unique, innovative
and very simple in design.

Bent member style on u-channel post.
"

Each aerial plate is attached to the bent member
using special blind rivets. As shown in the
photograph (top right), the plates are supported in
the center, giving optimum stability in windy
conditions.

The bent member is fabricated for attachment to
most types of support posts (wood, u-channel or
round). The photograph bottom right illustrates a
21/2" 0.0. round post with welded mounting plate.
The bent member is assembled to the mounting
plate with four fasteners.

The photo at top left shows a bent member style
aerial marker assembled to a standard u-channel

post. A special u-channel mounting adaptor is
required as illustrated.

The design is open at the top and bottom, so that
concealed areas are not available for insects to
nest.

1-800-426-1314
FAX 334-943-9290

The integral part of the aerial marker is
the bent member. Each bent member is
precisely fabricated from .100" thick
highway grade aluminum. After
fabrication, the sides are bent to 45°.

Vulcan Utility Signs &. Products
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" AERIAL MARKERS

End View
Illustrating the component parts on round post.

~<J:--- Blind Rivets

.100 thick
Bent Member

5/16" x 3/4" Hex
bolts, washers

and nuts
Aerial Plates

2 1/2" 0.0. Round Post

<&-- with Mounting Plate

n AB 1216:
Aerial Plate for Bent Member

Size 12" wide x 16" tall

,

Advantages of Bent Member Style
Over Frame Style Markers

This style allows the Bent Members to nest on each other.
This feature has several advantages over the Frame Style
marker:

0

1. Less storage room prior to installation.
2. More markers can fit into a work truck, saving

return trips.
3. The Aerial Plates can be installed on the Bent

Member priorto going into the field, thus creating
the head. The aerial marker heads will also nest
after the plates have been installed.

4. Considerable freight savings over the Aerial
Marker Frames due to shipping by weight rather
than by volume/density. Aerial Marker Frames'
freight cost is 4 to 5 times more per pound than
Bent Members!

Plates for Bent Member Style
Sizes are the same as AF plates, but the mounting
holes are located for attachment to bent member.

AB 1216
12" Character
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AB 816
12" Character

5 1/2"

Tips on Selecting the
Correct Size of Aerial Markers

Aerial plate size is based on altitude of flight and terrain, which can be
best determined by aerial patrols. After resolving plate size, select a
mounting method (round post, U-Channel post, etc.). Finally, verify
the frequency of the markers - every mile, two miles, etc. From this
information we can provide a price list including all components.
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Hole Layout
AB 1216

5/16" diameter holes
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Hole Layout
AB 816

5/16" diameter holes




