Century-Line® Pipe Penetration Sleeves

are used to create circular sleeved holes in concrete
poured barriers including; walls, floors, ceilings structur-
al supports and tank footings. Molded from non-con-
ductive, high impact resistant HDPE, Century-Line®
sleeves are lightweight and easily installed by one con-
struction worker. They are available in 16 diameters
ranging from 2" to 25" and shipped, from

stock, in any desired length.

Features

16 sizes -

2" to 25" in diameter.

In the event of a field or engi-
neering change, sleeves may
be cut shorter at the job site
using ordinary hand tools (See
page 5). Standard sleeves are 16" (40.6mm) in

length. Longer length models may also be quickly fabricated
as a custom ordered item.

1/8 the weight of steel.

Century-Line sleeves are light enough for one worker to
install without a crane, hoist or helper which reduces installa-
tion time and costs. Century-Line sleeves are easy to stock
and store and far less expensive to ship, when compared to
steel sleeves.

Resists water migration.

The 2" (50.8mm)| water stop collar not only anchors the
sleeve in position but creates a long tortuous path against
the migration of water around the outside of the sleeve.
Adjusts to wall thickness.

Century-Line sleeves’ unique hollow water stop collar acts like
an expansion joint, adjusting (up to 1/2” - 12.7mm) to the
thickness of the wall. This compressive force reacts against
the forms like a spring, creating a prevailing tension which
maintains proper sleeve location within the form.

Nailer end caps position sleeve precisely in form.
Specially designed end caps provide an ideal method for
attaching Century-Line sleeves to the concrete forms. The
end caps assure that the sleeve holds its circular configura-
tion during the pour. In addition to keeping out wet
concrete, they also prevent dirt from entering the
sleeve during backfill operations or the interim
construction period.

Tough high density polyethylene
(HDPE) construction.

High impact resistant HDPE also provides
excellent resistance to acids, alkalis
and other organic solvents. Ideal
for cathodic protection systems,
these non-conductive sleeves will
neither rust, corrode or degrade.
Low-temperature properties are
such that they may be installed
under any weather conditions suitable %
for pouring concrete. High temperature
application limit is 150° FE (66° C.). The
sleeve is molded with a texture on the outside
surface to assure a better bond, than most

other plastics, to concrete interfaces. Page |
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The system is the solution

Century-Line® sleeves are engineered to

mate with Link-Seal® modular mechanical

seals for a lifetime of leak-proof performance™,
PSI/Thunderline/Link-Seal® is your one-stop

source for everything you need to effectively

seal the annular space between pipes and

concrete barriers through which they pass.

® Charts on the adjacent page
provide Century-Line® sleeve

model numbers for standard h
size pipe along with corre-
sponding Link-Seal® modular

seal model numbers. Y

Century-Line® Sleeves
Model CS (16" length)

Weights and Dimensional Data

MODEL I.D. (In.) 1LD. (mm) Ibs. Kg.
Cs-2 2.09 53¢ 0.70 0.32
CS-3 2.94 74.7 1.30 0:59
CS-3-1/2  3.38 85.9 1.50 0.68
54 4.03 102.4 2.00 0.90
S5 5.14 130.6 2.80 1.27
CS-6 6.14 156.0 3.60 1.63 i Y
S8 8.21 208.5 4.80 2.18
G510 10.19 258.8 6.40 2.90
Cs-12 12.26 311.4 7.20 327
514 14.14 359.2 11.20 5.08
Cs-16 16.18 411.0 {200: 549
cs-18 17.45 443.27 550 7.03
CS-20 19:12 485.6 17.50 7.94
827 20.32 5161 21000 5:55
C5-24 22.76 578.1 22.00 998
CS-25 24.81 630.2 23.00 10.43
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Century-Line® Sleeves and Link-Seal® Modular Seals Sizing Charts for Standard Pipe

How to Order Century-Line® Sleeves How to Order Corresponding Link-Seal® Modular Seals
1. Locate chart that corresponds to the type 1. Determine Link-Seal modular seal model to be used. See Link-
and size pipe being used. Seal Modular Seal Brochure.
2. Verify that your pipe O.D. matches the 2. Indicate number of links required per seal (from LINKS PER SEAL
actual outside diameter shown on the chart. column), Link-Seal modular seal size (from LINK-SEAL SIZE col-
3. Indicate: quantity, model number (from umn) and Link-Seal modular seal model |C, S-316, O, OS-316, T
MODEL NUMBER column) and length of or FD/FS) from Link-Seal modular seal brochure.
sleeve required. [Example: 1 - CS-10-167] [Example: 10 - LS-475-5-316]
Steel and Plastic Pipe with Same Cast Iron Soil Pipe (Extra Hea
: ! P
Outside Diameter PIPE _ ACTUAL
S & ACTUAL SIZE 0.D. MODEL  LINK-SEAL _ LINKS
SoE s SEOEL.  TiCEERL. - Nt {Nom.) (Inches)  NUMBER SIZE PER SEAL
{Nom.] (Inches) NUMBER SIZE PER SEAL 2 2.380 C5-4-* L5-300-** 6
1/2 0.840 CS-2-* LS-200-** 4 3 3.500 C5-5-* LS-300-** 8
3/4 1.050 CS5-3-* [S-315-** 4 4 4.500 CS-6-* LS-300-** 10
[ 1.315 Cs-3-* LS-300-** 4 5 5.500 Cs-8-* LS-425-** 6
1-1/4 1.660 CS5-3-* LS-275-** 7 6 6.500 C5-10*  LS475-+** 10
1-1/2 1.900 CS-3-1/2-* 1S-275-** 8 8 8.620 CS-12-*  1S-475-** 12
2 2.375 54+ LS-300-** 6 10 10.750 CS-14*  LS400-*+ 10
2-1/2  2.875 54+ LS-200-** 9 12 12.750 CS-16-*  1S-400-** 12
3 3.500 55+ LS-300-** 8 15 15.880 CS-20-*  LS-400-** 15
3-1/2  4.000 CS-6-* LS-325-** 5
4 4.500 G6r 15300+ 10 Cast Iron Soil Pipe (Service Weight)
- - G o i Sz OB MODEL LINKSEAL  LINKS
g gzgg Egi g, gj;g* = ig (Nom.] (Inches]  NUMBER SIZE PER SEAL
10 10750  CS-14-*  [S-400-** 10 2 2300 CS4* LS3I5 6
]2 ]?.?50 CS_]{:'_* 5_400_** ]2 3 3300 CS'S'T LS'3T5'** 8
14 14000  CS-18* 1S400-** 13 4 g oer e Al
16 16000  CS20-*  LS400-** 15 > 5300  C58*  LS425-** 6
18 18000  CS24* LS525** 16 8 T I e A |
20 20.000  CS-25+* LS-525** 18 8 8.380  CS12-*  LS575-"* 10
22 55 000 CS.75.4  |S475.%+ 20 10 10.500 CS-14-*  [5475-** 14
- 12 12.500 CS-16-* 15475+ 17
- : 15 15.620 C5-20-*  LS-475-+* 20
Ductile Iron Pipe (AXW\WA-Type)
PIPE  ACTUAL ; : : :
SIZE O.D. MODEL  LINKSEAL _ LINKS Electrical Metallic Tubing (Thin Wall)
(Nom.] (Inches)  NUMBER SIZE PER SEAL PERE ACTLIAL
; : 4* 300+ SIZE) 0.D. MODEL  LINKSEAL  LINKS
- e . e ; (Nom.] (Inches)  NUMBER SIZE PER SEAL
2-1/4 2750 CS-5-* [S-325-+* 4 -
3 3.960 S TEJIED 5 1/2 0.706 CS-2- LS-275- 4
2 4.800 cogr LS-400-** 5 3/4 0.922 CS5-3-* LS315-** 4
6 6900  CS10-*  LS400-** 7 ‘ 1163 G3* 15300+ 4
2 9050 CS12%  LS-400-++ 9 1-1/4 1.510 CS-3-1/2-* LS-315-** 5
0 T3 Ta0 s i = 1-1/2 1.740 CS-3-1/2-* 15-300-** 5
12 13200 CS16*  LS400-** 12 : 2.197 L6 T I 5 6
14 15300  CS20* LS575** 17 eliz 2875 R i ?
16 17400  CS22-*  LS400** 16 2 e e e —
18 19.500 CS-24-*  1S-400-** 18 = azel il

20 21.600 CS-25-*  LS400-** 20

Copper Tubing
PIPE ACTUAL

SIZE) 0.D. MODEL  LINK-SEAL _ LINKS

(Nom.] (Inches)  NUMBER SIZE PER SEAL
1/2 0.625 CS-2-* LS-275-** 4
3/4 0.875 CS-3-* LS-315-%* 4
1 1.125 CS-3-* LS-300-** 4
1-1/4 1.375 C5-3-* LS-300-** 4
1-1/2 1.625 C5-3-* LS-275-** 7
2 2.125 CS4-* LS-315-** b
2-1/2  2.625 CS-4-* LS-275-** 11
3 3.125 CS-5-* [S-325-** 4
4 4.125 CS-6-* [S-325-** 5
6 6.125 cs-8-+ LS-325-** 7
8 8.125 CS-10-* 1S-325-** 9
10 10.125 CS-12-*  1S8-325-** 11
12 12.125 CS-14-*  |§-325-** 13

Please contact factory for sizes not listed and for CS model
plastic sleeves for walls less than 87 thick.

* = Specify sleeve length in inches

** = Specify model when ordering
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Cell-Cast® Hole Forming Disks

Cell-Cast® Hole Forming Disks are
designed to produce large diameter holes
in poured concrete structures. Molded
from HDPE plastic, Cell-Cast®

disks are lightweight and may be installed
by one construction worker. They are available
in a wide variety of opening diameters.
Disks are either 3” or 4" thick allowing one to form a hole in 3" walls
or thicker (except 57).

Features

Economy

» Reduces material costs
by 30% to 50%.

» Cuts labor costs by
50% - 70%.

* Minimizes freight and
handling charges.

Quality

= Consistently produces
dimensionally accurate
openings.

= Sized to work with Link-Seal Modular Seals.  cell-cast® Hole Forming Disks

= Avoids potential leak path between sleeve Model CC
and concrete.

\Weights and Dimensional Data

Ins_tallatiqn ) ) CELL-CAST*  HOLE 3" THICKNESS 4” THICKNESS
= Lightweight - 1/8 the weight of steel pipe MODEL NO. I.D. Ibs. KG Ibs. KG
sleeves. CC-30 29.25 10.0 453 10.4 4.71
= Complete assembly accomplished in CCaz 31.13 10.8 489 11.2 508
minutes. _ CC36 34.75 126 571 13.1 5.94
AEa_s'Hybn_r:_st;arled by one construction worker. cc.3s 37 75 139 630 144 653
vailabili :
- : ; cC42 41.38 16.3 7239 16.8 7.62
= Cell-Cast® Disks are stocked in a variety of cc4a 4375 7.7 8.02 8.3 8.30
diameters up to 64.75" (164cm) and o : ; : '
available for immediate delivery. Ce4s 47.25 20.0 2.07 207 2.38
= Larger sizes are available by special order. CC50 50.00 22.0 9.97 22.6 10.25
Flexibility CC-54 52.63 23.9 10.84 24.6 11.15
» Cell-Cast® Disks are produced in 3" and 4” CC56 56.00 26.5 12.02 27.3 12.38
thicknesses and can be assembled to fit CC-60 59.25 29.2 13.24 30.0 13.60
virtually any wall. CC-64 62.75 322 14.60 33.1 15.01
For example: CC-66 64.75 34.0 15.42 34.9 15.83

= Combine two 3" cells and one 4~
cell for 10" walls.

= Combine two 4" cells and one 3"
cell for 117 walls.

= Combine three 4" cells for 12" walls.
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