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CLEANERS
BRUSHES
PARTS
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ZR-1 Cleaning Pig
Sizes 10" to 48"

. Spring loaded "l" brushes

. Steel, stainless or prostran wire types

. Standard nitrile, neoprene or poly cups

. Poly blades interchange with brushes

. Pig transmitter mounting optional
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HZ-BR Cleaning Pig
Sizes 16" to 48"
. Springloaded"l" brushes
. Steel,stainlessor prostranwiretypes
. Standardnitrile,neopreneor polycups. Poly blades interchange with brushes
. Pigtransmittermountingoptional
. Bidirectionalwithdisc

Universal Cleaning,
Batching & Gauging Pig
Sizes 6" to 48"
A multipurpose pig used as a:
. Batching pig for separation or displacement of products
. Gauging pig for locating and removing obstructions
. Cleaning pig equipped with either brush or blade

assemblies

. Two,threeor fourcupconfigurations

. Pigtransmittermountingoptional .

Polyurethane conical cups allow flexibility for traversing
damaged or out of round pipeline.
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BD-6K
Sizes 6" to 48"
. Various brush styles available on request

. High quality poly discs allow good elasticity
and abrasion resistance

. Bidirectional

. Pig transmitter mounting optional

. SUO pig alternative in sizes 2" to 12"
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SLS Cleaning Pig
Sizes 2" to 8"
. Wirewheelbrushes
. Standardnitrile,neopreneor polycups
. Bidirectionalwith discs

Pull Type Brush
Sizes 2-3/4" to 24"
. Nocupsordiscs
. Bidirectionaldesignto bepulledthroughpipebycable

. Wirebrushesexertpressureon allpartsof thepipesurface r)'-

BA-2T/BA-3TIBA-4T BA-2CCTIBA-3CCT/
BA-4CCT Transmitter Pig
Sizes 8" to 14"
. Pigwill accommodatemosttransmitters
. Availablein standardor conicalcups
. Electronictransmittersavailableon request
. Brushmountingpossibleoncertainmodels
. Transmittermountingplatesavailableon largersizepigs

BA-2/GA-2 BA-3/GA-3 BA-4/GA-4

Batching and Gauging Pigs
Sizes 2" to 48"
. Forseparationanddisplacement
. Standardnitrile,neopreneor polycups
. Steelor aluminumgauging plates
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BA-2/BD-4 Bidirectional Batching Pigs
Sizes 4" to 48" . Standardnitrile,neopreneorpoly cups
. Forseparationanddisplacement . Dualdiameteroptionalwithspecialdiscs
. Hydrostatictesting . SUOpigalternativeinsizes2"to 12"
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