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The Spy Pig Tracker is an electronic pig
locating system that will locate your pigs
wherever they go - through gathering
lines, mainline transmission lines,
municipal gas, water and wastewater
lines, refinery and other industrial piping.

Using strong low frequency signals the
Pig Tracker system gives you a more
reliable signal and longer signal life.
Depending on the model, Pig Tracker's
signal can be received for up to 500hours.
It operates on standard batteries -
readily available from retail stores.
No recharger is necessary.

The Pig Tracker system consists of a
cylindrical transmitter which travels with
the pig, and a hand-held pick-up wand
and receiver that receive the signals and
inform the operator of the transmitter /
pig's location.
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THE WANDAND RECEIVER(PTR)

The transmitter creates a changing
magnetic field which the pick-up wand
senses. This signal is amplified and
processed by the Pig Tracker receiver
(PTR), with both audible and visual
output. Two 9 volt alkaline flashlight
batteries power the PTR, with a battery
life of about 50 hours of continuous
operation. The pick-up wand plugs
into the receiver front panel. The
same receiver and wand can be used
interchangeably with all Pig Tracker
transmitters.

The Pig Tracker System can be adapted
for underwater use. A special water-
proof wand with 100, 250, or 500 foot
cable can be provided for underwater
operations.




