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BRUSH AND GLOVE
APPLICATION

Apply liberally with a generous
amount at all times. It should
never be applied thin. However,
a wet film thickness of .040
inches is maximum per coat to
reduce the possibility of mud
cracking.

APPLICATION PROCEDURE:
ROYSTON ROSKOTEA-57 PLUS
should be stirred thoroughly
before using.Thinning isnot re-
quired except for cold spray at
temperatures below 60°F. The
heavy mastic is specially for-
mulated to obtain a thick pro-
tective coating. If excess
thickening occurs because of
solvent lossesfrom opened
containers, restore to original
viscosity with Royston Thinner
No. 70 or a mixture of equal
parts of toluene and MEK.
Apply cold by brush, glove or
booster-pump spray. Apply to
cover 65 to 70 square feet.
per gallon, which will provide a
dry film thickness of about 12" mils per coat. When the first

\. I coat has dried to the touch,
which will usually require less
than an hour, apply a second
coat at the same thickness.

Either air type or airless spray
equipment commercially avail-
able from several manufacturers
may be used. The following
equipment procedures have
provided satisfactory results, but
alternates may be equally suc-
cessful.

SPRAY APPLICATION

Booster type spray equipment is
required because of ROYSTON
ROSKOTE A-57 PLUS's heavy
consistency. It may be sprayed
with minimal thinning at tem-
peratures above 60°F. It is usu-
ally necessary to thin with one
quart of thinner to each five
gallons of ROYSTON ROSKOTEA-
57 PLUSin temperatures below
60°F. Use high boiling (250°F)
mineral spirits for spray thinning.

AIRLESS SPRAY

Good spray results can be ob-
tained with an airless high vol-
ume 10:1 pump with air cap
assisted atomization, e.g" Binks
Model 98-792 outfit or equal.

,

AIRLESSSPRAY WITHAIR CAP BOOST

-:..;g Pump Ratio 10:1

Delivery 5 GPM or better

AirConsumption (typical) 4 CFM/gal

Tip Minimum Opening
(Consult your spray
equipment dealer for
best recommendations.)

Binks# 47x3/8 or equal

.. .c.,

Thinning: Use high boiling (250°F)
mineral spirits up to 3-1
ratio - thinner can be
adjusted for best
results with specific
equipment.




